Medical locations

Product description
Annunciator and control panel HospEC Touchscreen
The panel consists of a 15.6 inch touchscreen. All messages,

displays and operations are realized by the touchscreen. An intui-
tive menu structure simplifies the handling with the device.

m Simple and clear messages, operation and monitoring

m Parameterizable functions for operating and messaging
elements

Annunciator and control panel
HospEC Touchscreen

m Clear and simple display

= Displaying of operating, warning and fault messages of
devices of the system Hoy£C®

m Integration of all process controls and monitoring possible

m General processing of data of the systems, no fixed and H0%Ec®
pre-defined warning and operating messages

COUNTDOWN  STOPPUHR
m Process connection with standard systems like CAN, EIB, .
PLC, binary, RS232, Modbus®, TCP/IP via separate gateways

-no ©
m Direct connection of air-conditioning via Modbus® ! 5 9 . 09
m 2 CAN interfaces (CANO and CAN1) / 03:00:00

m Installation possibility regarding intercoms, phones,
charging stations for OR table controls

m Acoustical messages

m Representation of individual message texts (max. 1000)

m Simple changing of user-specific message texts (name, room,
socket circle) by the customer possible

m Integrated message history, with RTC, max. 500, protected
against voltage failures

m Function changes for operating and displaying elements even
later possible without problems by standard use of special
hard- and software

m Panel surface, resistant to cleaning and desinfecting agents,

UV-resistant g
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m Appealing design, different designs can be chosen freely

m High degree of protection of the user interface (IP54)



Requirements

Information about the complete system — from the medical-technical
to the building-technical component — has to be provided centrally
and decentrally to the user assigned to the indivdual locations. The
system must be able to be operated from these locations as well.
As, especially in hospitals, the personnel has to process a lot of
information the display and control device should only “display as
much as necessary”. If there is any operation necessary, it has to
be fast, intuitive and capturable with one sight.

Our solution

With the annunciator and control devices, we provide a system to
our customers which realizes all necessary control and operating
functions and adheres to the requirements typical for hospitals:

m simple handling due to few operating elements and simple
menu structure

We present our new product, a HospEC Touchscreen of format 16:9.
A 15.6 inch touchscreen as conventional panel enables the communi-
cation with the user. Asimple and clear menu structure is user-friend-
ly and intuitive. Clarity and simple handling were very important in
development of the design.

Range of application

The panels of the series HospEC Touchscreen are used in all pos-
sible ranges of application, e. g. for displaying of operating and
fault messages of IT system monitoring, switchover controls, for
the display of measured values and messages of all devices of the
system Hes-EC®, for messages of external devices — like medical
gases, for OR table control, integration of the verbal communica-
tion, light control, air-conditioning as well as display and control of
further procedures of the complete system.
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